
Air Cooled Condensing Unit

R134a 115V/60Hz/1Ph

CODE:

Dimensional drawing General

Condensing unit

Code number

Unit weight Lbs

UL file

Condensing unit application

Application range

Refrigerant

Evaporating temperature range °F

Max. ambient temperature °F

Low / High side design pressure psig

Compressor

Compressor model

Compressor code

Nominal horse power

Displacement  cu.in/rev.

Nominal  voltage V/Hz/Ph

Motor type

Compressor cooling

*   CSIR= Capacitor Start-Induction Run

Electrical data

Voltage range V

Unit MFS A

Unit MCA A

Compressor  RLA A

Compressor LRA A

Compr. resist, main winding (77°F) Ohm

Compr. resist, start winding (77°F) Ohm

Fan motor power W

Fan FLA (each) A

Power cord  length and gauge Inch

Condenser

Condenser type

Fan blade diameter   (ccw) Inch

Fan blade pitch

Air flow CFM

Connectors

Accessories Suction port diameter      Inch

std opt Liquid port diameter        Inch

Receiver lbs @ 90% X Process port diameter   Inch

Suction valve X S= Solder   F= Flare

Discharge valve X Dimensions

Filter drier X Max. unit height   (H)         Inch

Power cord    Inch / gauge X Max. unit width     (W)       Inch

Non corrosive base plate with drain pan Inch X Max. unit length     (D)       Inch

Large electrical box X Base plate    Inch

H. P. cartridge control X Mounting holes         (a x b)       Inch

L. P. adjustable control X Suction port        ( XYZ)     Inch

Liquid port            ( XYZ)      Inch

NOTE: The use of optional accessories will change the code & model numbers of the units. Dimensions may change.
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Air cooled
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Cu-Al

Condenser coil number 119-3170

1/4 F

3/8 F 119-3610

350

5/16  S

Part number 1/4  S

1/4 F 119-3609

DML032S 023Z0052

2.16 118U0520

19x10.25 119-3960 17.0

119-3723 17 X 13

10.2

36 / 16 119-3704 13.0

0.9 , 13.3 , 1.3

ACB-2UB215W 061F605000 10.6x12.2  5/16 diam.

KPU1 060-5233 3.2 ,  6.9 , 8.1
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Air Cooled Condensing Unit

R134a 115V/60Hz/1Ph

CODE: 114N0006

°F -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 15 20 25 30 35 40

°C -40.0 -37.2 -34.4 -31.7 -28.9 -26.1 -23.3 -20.6 -17.8 -15.0 -12.2 -9.4 -6.7 -3.9 -1.1 1.7 4.4

92 263 435 624 813 1,026 1,238 1,477 1,717 1,988 2,258 2,562 2,866 3,204 3,542 3,915 4,288

27 77 127 183 239 301 363 433 504 583 662 751 840 940 1,039 1,148 1,257

100 °F 139 179 220 258 296 333 369 406 443 481 520 561 603 649 695 748 801

37.8 °C 4.8 4.9 5.0 5.1 5.2 5.4 5.6 5.8 6.0 6.2 6.5 6.8 7.1 7.4 7.7 8.2 8.6

0.66 1.32 1.98 2.36 2.75 3.05 3.35 3.61 3.87 4.11 4.34 4.55 4.75 4.92 5.09 5.22 5.35

307 471 634 820 1,005 1,218 1,430 1,674 1,918 2,197 2,477 2,794 3,110 3,465 3,820 4,213 4,605

90 138 186 240 295 357 419 491 563 644 726 819 912 1,016 1,120 1,235 1,351

90 °F 184 218 252 283 314 344 375 405 436 468 500 536 571 612 652 699 746

32.2 °C 4.9 5.0 5.0 5.1 5.2 5.4 5.5 5.7 5.9 6.1 6.3 6.6 6.9 7.2 7.5 7.9 8.2

1.66 2.09 2.52 2.86 3.20 3.51 3.82 4.11 4.40 4.68 4.95 5.20 5.45 5.65 5.86 6.01 6.17

522 678 834 1,016 1,197 1,410 1,623 1,871 2,120 2,407 2,695 3,025 3,355 3,727 4,098 4,511 4,923

153 199 245 298 351 413 476 549 622 706 790 887 984 1,093 1,202 1,323 1,444

80 °F 230 257 283 308 333 356 380 404 428 454 480 510 540 574 609 650 692

26.7 °C 5.0 5.0 5.1 5.2 5.2 5.3 5.5 5.6 5.8 6.0 6.2 6.4 6.6 6.9 7.2 7.6 7.9

2.67 2.87 3.07 3.36 3.65 3.97 4.28 4.61 4.93 5.25 5.56 5.85 6.14 6.38 6.62 6.80 6.99

Rating at ARI :  Return gas temperature  65°F 

Nameplate Circuit diagram

General nameplate shown
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Evaporating 

temperature

Capacity (Btu/h)

Ambient Capacity (W)
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Ambient Capacity (W)

Power consumption (W)

Current [A]

Power consumption (W)

Current [A]

EER  (Btu/Wh)

Capacity (Btu/h)

Power consumption (W)

Current [A]

EER  (Btu/Wh)

Danfoss can not accept responsibility for possible errors in catologues, brochures and other printed material. Danfoss reserves the right to alter its products without notice.  This 
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EER  (Btu/Wh)

Capacity (Btu/h)

Ambient Capacity (W)
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Mounted on compressor

10 11

Condensing Unit

Code: 119-3993

Starting Relay
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